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Diagram 1
Timber Splice to Strongback

Strongback splice same
size as Strongback

2/75mm 3.05@ nails

Diagram 2
Strongback Fixing

Fix strongback with 2/75mm 3.05@ nails as close
as possible to top of bottom chord

Diagram 3
Strongback Splicing at Change of Span

70 x 35 Block fixed to
MSJ with 2/75mm 3.050
nails to top chord and
bottom chord

Type 1 Bracing Units
(a) Timber Diagonal Brace:

Every second brace to be
in opposite direction

70 x 35 F5 diagonal brace
fixed to each end with
3/75mm 3.05Q nails

(b) Strap Brace:

25 x 0.8 flat
tension bracing

2/30mm 2.8@ nails

Type 2 Bracing Unit

7.0 mm structural plywood (or equivalent masonite) fixed
to trimmers with 4/30mm x 2.8@ nails at 50mm centres

Fix bracing panel to
vertical webs with
2/30mm x 2.80
nails

70 x 35 F5 trimmers.
Length to fit firmly
between MultiStrut
Joists

Fix trimmer to wall top
plate with 3/75mm x
3.050 nails
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Bracing

For standard houses, with a wind classification N1 or N2, brace at all supports with Type 1
braces at 1800mm centres, Type 2 at 2400mm or as specified. This applies to internal and
external bearing points.

For non-standard houses or houses with a wind classification greater than N2, refer to your
supplier for further information.

In all situations, bracing must be distributed as evenly as possible throughout the house.

Safety notes

MSJ/SWJ/SJs are engineered structural components designed and manufactured for
specific engineering conditions.

Timber must not be removed by sawing, drilling, notching from any part of the MSJ/SWJ/SJ as
this may seriously impair its strength and lead to failure of the structure

Steel webs or steel connectors must not be removed, cut, drilled or bent as this may seriously
impair the strength of the MSJ/SWJ/SJ and lead to failure of the structure.
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Multinail Australia Pty Ltd
ABN 79 003 999 586

Head Office
155 Burnside Rd
Stapylton, QLD 4207, Australia

T: +61 (0)7 3297 3250

F: +61 (0)7 3807 2978

E: enquiry@multinail.com.au
www.multinail.com.au
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